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UNICRET

Figure bench

Product description

Figure bench is kind of non-traditional
constructional system susceptible to create
various figure configurations of seats and
support desks.

Basic configuration consists of head, body
and four bent limbs. Limbs can be joined to
body in different positions and create shape

variations in maximum length 1,6 m and
height 1 m.

Special configuration is created by two
figures connected with one another by
outspread shoulders, which form support
desk. Length of this configuration is 2,2 m,
and height 1,5 m.

Individual parts of seat are lightened by
polystyrene kernel. Bulkiest part therefore
weights only 60 kg.

Installation of individual parts is very easy.

Individual parts are joined by embedded
steel profiles that are pushed into
themselves and are insured by screw.

Utilization of product

Figure bench is non-traditional element of
urban architecture. These benches have
practical function together with decorative
function.

Realization in Kampa park in Prague.
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Cross-section of body

Technical data of product

Bench element Dimensions Colour scheme
Body (mm 600 x 800 x 120
y (mm) - in basic design (white)

Head (mm) /A 300, opening A 140

Arm/leg (mm) 400+520 x 200 x 120 - engrained in any colour
shade

Arm (mm) 1200 x 200 x 120

Basic system of figure bench includes:

a) figure - 1x body, 1x head, 4x legs

b) support desk - 2x bodies, 2x heads, 2x arms, 4x legs

PROPERTIES OF UNICRET

Bulk density (kg.m™) 2050

Flexural strength (MPa) 11

Modulus of elasticity (GPa) 15

Proportional limit  (MPa) 8

Impact strength  (kJ.m™) 8

Absorptivity (% by weight) 10

Length changes due to moisture  (mm/m) 15

Frost resistance after 150 cycles (%) 100

Reaction to fire class Al

UNICRET meets the criteria of the company standard PN — VUSTAH 0208:2003.
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