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UNICRET 
Tree grates 

 
 

 

 

 
 

Circular tree grate D150 
 
 

Product description  

Tree grates  consist of 4 segments, forming 
a circle with diameter 1200 or 1500 mm, or 
square with side 1200 or 1500 mm. By 
putting together four segments is formed in 
their centre a circular opening with 
diameter 400 or 500 mm. 

Segments can be in basic version with grey 
concrete untreated surface or coloured 
either engrained in matter (limited scale of 
colour shades) or with surface coating in 
any colour shade. Most frequent colour is 
black as imitation of cast iron. 

 

Product utilization  

Glass fibre reinforced concrete grates  can 
be an aesthetic element, but also a soil 
stabilizing element, especially around 
woody species, e. g. as a substitute of cast 
iron grates.  

Area built-up from these grates is able to 
connect on pavement areas or parkings 
from interlocking pavement.  

Individual segments are laid on straight, 
hardpacked earthen, gravelly or sand 
bases among concrete curbs, eventually 
into metal frame. 
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Technical data of product  

Tree grate  
External dimension 

of grates system  
(mm) 

Internal 
dimension of 
grates system  

(mm) 

Colour scheme 

System of 4 tree grates segments 

circular D120 1200 400 

circular D150 1500 500 

square A120 1200 400 

square A150 1500 500 

- basic design (gray) 

 

- engrained in any 
colour shade 

 

PROPERTIES OF UNICRET  

Bulk density (kg.m-3) 2050 

Flexural strength (MPa) 11 

Modulus of elasticity (GPa) 15 

Proportional limit (MPa) 8 

Impact strength (kJ.m-2) 8 

Absorptivity (% by weight) 10 

Length changes due to moisture (mm/m) 1,5 

Frost resistance after 150 cycles (%) 100 

Reaction to fire class A1 

 
UNICRET meets the criteria of the company standard PN – VUSTAH 0208:2003. 

 


